K-D HUSTLERS FOR YOUR TO 1 


5&t: all G.M. COM 

, Amco 1933 and 
all Fold .-built 
sixoe 1951. 

K-D 430 Door Handle 
Spring Remover . . . 

removes, replaces the horse¬ 
shoe shaped retaining springs 
used in above cars. Spring steel jaws reach after the spring, 
and roll it out. Makes a very difficult job very easy. Does 
it fast, without danger of flying springs or marring upholstery. 
Rustproof cadmium finish. 




\ 


K-D 99 Convertible 
Hacksaw Frame. A 

finely balanced solid 

_ steel frame that "saws 

around corners" and 
spans obstructions with 3" or 4-1/2" blades installed. Quick 
and easy adjustment for 3, 4-1/2, 6, 8, 10, or 12 inch 
blades. Comfortable grip. One 3" & 12" blade furnished. 


K-D WHEELPULLERS 

Hammer-type for quick and easy 
removal of wheel hubs with no dam¬ 
age to axle. Made from alloy steel. 
Short type only as shown. 

K-D 800 Puller Set contains 5 most 
popular sizes in sturdy box: 
5/8" x 18, 3/4" x 16, 7/8" x 14, 
1" x 14, 1-1/4" x 12. 



5/8"x18 
3/4"x 16 
3/4"x 20 
13/16" x 16 
7/8"x 14 


AXLE SIZES 

7/8" x 16 
7/8" x 18 
l"x 14 
1-1 /8" x 7 
1-1/8" x 12 


1-1/4" x 7 
1-1/4" x 12 
1-1/2" x 6 
1-1/2" x 12 


“Bingo” Wheelpullers. Lower priced than 
above. Same axle sizes, all 2-1/4" long. 800B 
Puller Set—fiber box with 5 Bingo Wheel¬ 
pullers (5/8" x 18, 3/4" x 16, 7/8" x 14, 
1" x 14, 1-1/4" x 12). 




K-D 27 Offset Ratchet Bit 

Set —A double end ratchet 
wrench with 4 double end bits. 

One bit for Phillips, Reed & <$> 0 © <§> 

Prince Screws, sizes 0-1 2. Five bits for hex keys, sizes 5/64, 
3/32, 1/8, 5/32, 3/16". Two bits for standard screw slots 
3/16, 5/16" wide. Reversible ratchet, box socket construc¬ 
tion. Bits accurately forged, correctly tempered. Plastic kit. 
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K-D 1500 Tire Prober. Spreads 
cuts in tires for easy removal of 
foreign objects without danger of 
cutting or mutilating tire. Probes in- 
\ serted lengthwise. Pressing handles 
J together spreads jaws. All steel. 
Tempered probes. Rustproof finish. 



K-D 30 Set 


K-D 29 Kit 



K-D 30 Set. 11 hex keys sizes .050 to 3/8" packed in 
rustproof metal kit, plus extension handle to use on short 
end of key when long end used to turn screw. (Illus.). Chart 
stamped in kit shows cap and set screw sizes with cor¬ 
responding hex key sizes. Accurately forged, tempered. 

K-D 29 Kit. 7 keys only (5/64, 3/32, 1/8, 5/32, 3/16, 
7/32, 1/4) plus extension handle in plastic kit. 

RADIO AERIAL PLIERS 
K-D 420 Aerial Pliers. A spanner 
wrench type pliers specially designed 
for removing, installing the cone 
shaped nut used on fender aerials of 
Ford, Mercury, Lincoln, Cadillac, 

Packard, Nash. Also for many other 
light spanner wrench jobs. Tempered. Rustproof finish. 




K-D TOOL KITS 

~fot /mailjolt m tightplaced 


K-D 20 Ratchet Wrench Set. 4 

popular sizes (3/8, 7/16, 1/2, 9/16") 
with double end screwdriver bit, packed 
in plastic pocketsize roll. Screw or nut held in wrench like 
box socket. Hardened steel reversible ratchets, closely 
spaced for short stroke. 3" to 4-1/2" long. Rustproof. 


K-D Pliers. Essential tools for small work. 
Each 4-1/4" long. Beautifully fashioned from 
alloy steel, milled jaws, knurled handles, cor¬ 
rectly tempered. Rustproof finish. 4 types. 


K-D 5B Kit. Two pliers plus 

WW^-W%M 

brass 3 - in - 1 screwdriver. 

rivf \V rl 

W.'lwU tm 1 P' ast ‘ c case, button flap. 


K-D 10K Kit. Four pliers: 

HMUh 

Standard nose, slip joint; 


Parrot nose, slip joint; Needle 

CD W'U rl . I .• I •. 

10K Kit 


5B Kit 




K-D 5KC Kit. 2 pliers, 3 - 
in - 1 brass screwdriver, ball 
peen hammer, 4" stainless 
steel rule calibrated in mms 
and 1/32". Plastic case. 

K-D 11K Kit. Standard 
parrot, needle nose pliers in 
red plastic case. 

K-D 4 Kit. Standard, slip joint, and 
needle nose pliers only. Plastic kit. 

K-D 4B Kit. Same as #4 Kit plus 
3-3/4" amber handle screwdriver. 
K-D 1 2K-C Kit. One standard nose, 
slip joint pliers; amber handle screw¬ 
driver, stainless steel 4" rule cali- 



11 K Kit 



12K-C Kit 


to mms and 1/32"; half round file. Plastic case. 


K-D 5L Fits-AH 
Screwdriver. Pat¬ 
ented reversible bit. 

One end for Phillips, Reversible "Bit -fits all 3 types screw slots 
Reed & Prince screws, sizes 0-10. Opposite bit for slotted 
screws 3/16" wide. Fluted handle contains 3 screw drivers 
for slotted screws, bit sizes 1/8, 3/32, 5/64". 



Printed in U.S. of America 



We assemble, stock Ksell K-u Mechanic’s Hand 1 
to the wholesale trade from Coast to Coast. 
See your distributor 

FLAHERTY MG. CO. LTD. 









































































Correct K-D Tool Combinations 

to service valves in ALL Ford motors 


MODEL 

TO REMOVE 
ASSEMBLIES 

TO REPLACE 
ASSEMBLIES 

4 Cyl., 1928-32 

307 Lifter 

502 Driver 

307 Lifter 

4 Cyl., Tractor & 
Truck, 1939-48 

920 Set 

925 Repl. 

4 Cyl. Tractor, 
1948-52* 

920 Set 

245 Lifter or 

925 Repl. 

6 Cyl., 1941-47 

920 Set with 

923 Adaptor 

925 Repl. 

6 Cyl., L-head, 
1948-52 

700 Lifter 

700 Lifter 

608 Inserter 

609 Inserter for 
free type valves 

6 Cyl., Valve-in- 
Head, 1952-53 

380 Compressor 

380 Compressor 

V-8 Cyl., 1932-33 

245 Lifter 

818 Driver 

245 Lifter 

V-8 Cyl. (L-head) 
1934-53* except 
60 & 150 H.P. 

, 920 Set 

245 Lifter or 

925 Repl. 

V-8 Cyl., 60 h.p., 
1937-40 

860 Set 

260 Lifter 

V-8 Cyl. (L-head) 
145 h.p. Truck & 
Lincoln, 1948-51* 

, 930 Compressor 
935 Compressor 

935 Compressor 
930 Compressor 

608 Inserter 

609 Inserter for 
free type valves 

Lincoln-Zephyr 

920 Set 

925 Repl. 

V-8 Cyl., Valve- 
in-Head 1952-53 

380 Compressor 

380 Compressor 

* 1948 & Later— 

Optional service 
individual valves 
without removing 
guides 

930 Compressor 

930 Compressor 

608 Inserter 

609 Inserter for 
free type valves 


1 } 
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K-D TOOLS FOR FORDS 


VALVE GUIDE PULLER 



920 Valve Guide Puller Set 

—consists of 917 Driver, 918 
Puller. Services all Ford built 
motors from 1934 - 1953 except: 
60 hp; Lincoln and F-7, F-8 Truck 
1948-51; 6 cyl. L-head 1948-52; 
6 & 8 cyl. valve-in-heads. 

Husky drop forged tools pull valve 
guide assemblies no matter how 
tightly stuck. Driver removes re¬ 
tainers, puller pulls assembly 
straight up and out. 16 replace¬ 
ment retainers and Valve Service 
Manual furnished. Rustproof. 


923 Adaptor for 6 cyl. Ford. In Ford 6 up to 1948 the 
intake valve will not rise inside cup of 918 Puller. 923 
Adaptor must be used. Purchase extra. 


860 Valve Guide Puller Set for 60 h.p. V-8 Fords 
1937-40. Same in mechanical principle as 920 Set above, 
but smaller. 


No. 307 Valve Spring Lifter for 
“A” & “B” Fords. Efficiently re¬ 
moves, and replaces valve springs in 
these models only. Parallel jaw action. 
Walks spring, in and out. 



1948-51 LINCOLN & 
145 h.p. MODEL F-7, F-8 
TRUCK 


935 Valve Spring Compres¬ 
sor for removing and replacing 
valve springs on these models only. 

Must be used with K-D 930 
Compressor (below). Due to 
small clearance in these motors, 
tool is absolutely necessary. Spring is gripped securely in 
jaws. Moving operating down compresses spring, locks jaws. 
Safe, fast. Oil tempered jaws, heavy bar steel frame. Rust¬ 
proof finish. Complete operating instructions furnished. 
Latest edition Valve Service Manual furnished. 

930 Valve Spring Compres¬ 
sor. A three purpose tool: 1. 
For raising valve springs & re¬ 
moving keepers on Lincoln & Ford 
Truck models above. (Used 
with K-D 935!) 2. For dis¬ 
assembling and assembling Ford 
valve assemblies out of block in 
bench vise. 3. For servicing in¬ 
dividual valves in the block on late Ford & Mercury without 
removing guides. Sturdy, bar steel frame with oil tempered 
jaws. Adjustable plunger. Automatic, safety over center 
lock. Block on frame to hold tool in vise for guide assembly. 
Rustproof finish. Valve Service Manual, and operating in¬ 
structions included. 





REPLACING 

VALVE GUIDE ASSEMBLIES 


245 Bar Type Valve Spring Lifter. A double end 
solid steel forged bar for REPLACING valve guide assemblies 
on Ford V-8 and Mercury motors. Correctly designed. 



properly tempered. Identical jaws each end. 30" long. 
Rustproof finish. Valve Service Manual furnished. NOT 

FOR REMOVING VALVE GUIDES. Guarantee void 
if so used. 


260 Bar Lifter. For replacing guide assemblies on 60 h.p. 
V-8 motors. Companion to 860 Set. NOT FOR RE¬ 
MOVING GUIDES. 

_ 


K-D HO. 260 FC .HU4. 



925 Valve Assembly Replacing 

Tool for replacing valve assemblies 
in Lincoln-Zephyr, Ford 4, 6, V-85, 
and Mercury and Tractor where 
there is no heel to rest a bar 
lifter. End of tool hooks over head 
stud with jaws between spring coils. s 
Channel steel, adjustable handle. 

* Rustproof. NOT FOR REMOVING 
GUIDES. 


REPLACEMENT RETAINERS 



No. 922 for all Ford built since 1934 
(except Zephyr). Packed 100 in box or 
in bulk. No. 921 for Lincoln Zephyr. 
Packed 100 to a box. 


For more complete information on 
any item , ask for free K-D Catalog. 





























































































































































VALVE GRINDING BUSHINGS 


Used when grinding valves, also in place of guides when 
establishing stem-to-tappet clearances. Accurately machined 
for perfect fit in guide bore. Jumper spring attached. Valve 
installed as illustrated. No. 1120 one piece, solid. All others 
hinged for mushroom end valves. 



No. 511 Bushing for Ford A, 
and B. Body diameter .591”. 

No. 1118 Bushing for Ford 
85 hp., Mercury, Lincoln-Zephyr. 
Body diameter 1.029. 

No. 1160 Bushing for Ford 
60 hp. Body diameter .8505". 

No. 511 # 1118, 

1160, 1260. 

No. 1120 Bushing for Ford, Mercury since 1949 
diameter 1.030". 

1260 Bushing for British Ford 8 hp. Body diam. 



VALVE GUIDE DRIVERS 


Strong / drop-forged Drivers, correctly designed for driving 
“frozen" guides. 

No. 818 for Ford Models V-8-85, 1932-33 and 
is long enough to drive guides completely out 
of bores. 

No. 919 for Ford V-8-85 (early models) and 
Lincoln-Zephyr. Drives guides down only far enough 
to permit removal of retainers. Not for use on 
later motors with heavy valve springs. Use No. 

917 (see 920 Set). 

No. 502 Driver for Ford Models A and B. Long 
enough to drive guides completely out of the bores. 

K-D 815 Driver for Chevrolet motors. A solid, 
stepped-down machined steel bar. 6-3/4" long. 

Pilot 11/32" diameter. 

K-D TOOLS TO SERVICE BRIGGS & STRATTON, 
CLINTON AND OTHER FRACTIONAL HORSE¬ 
POWER ENGINES. No. 375 Valve Spring Com¬ 
pressor and Nos. 374 and 376 Valve Keeper 
Inserters. See your jobber or write. 



VACUUM CUP VALVE GRINDERS 


503 for all Fords (except 60 hp.) and other motors with 
unslotted valve heads. Retaining ring prevents cup slipping 
off while grinding. Flange keeps hands from slipping down 
handle. Synthetic rubber cup replaceable. Diam. 1-3/8”. 
865, like No. 503. Cup diameter 1-1/16”. 


505 Dual Cup. Cups 1-1/8" and 1-3/8” diameter. Good 
for general shop use. Cups replaceable. No. 510G, like 

505, cups 13/16” and 1-1/16” diam. for use on many 
small valve heads. 

505BF, like 505. Cups 15/16” and 1-1/16” diameter. 

—~--i *4 

506, popular, low priced. Cup 1 -3/8” diameter. Replaceable. 
506BF, like No. 506. Cup 15/16” diameter. 


No. 507, 
509, 508G 



No. 504 


ATTACHMENTS 

11 No. 504— for use with mechanical 
JBL grinders on unslotted valve heads. 

Replaceable, self centering synthetic 
rubber cup, 1-3/8” diam. held in 
place by metal ring and coil spring. 

Nos. 507, 509: for use with mechanical grinders on un¬ 
slotted valve heads. Not self centering. No. 507 —1-1/8" 
diam. cup. No. 509 —1-3/8" diam. cup. 

No. 508G —13/16” diam. cup for 1” diam. valve heads. 


FAST MOVING MOTORIST’S ITEM 
K-D 49 Trav-L-Rak. Deluxe auto 
clothes hanger. Holds on window without 
bolting or assembling. Deep flange pre¬ 
vents it from jumping off. Safety catch 
prevents hangers from falling off. Rust- 
proof. 12 to display card. List $6.50 doz. 



K-D 110 Contact Point 
Wrench. Removes, installs sta¬ 
tionary points in Autolite-type dis¬ 
tributors. End wrench for lock nut. 

Socket holds point, spins it in or out. 7 clearance gauges. 



Unwmd! 




fb ijcm toolbox, 


K-D 115 Ignition Point 
Aligning Tool. Aligns 
both stationary and mov¬ 
able contact points in all 
types of distributors . . . 
right in the distributor! 

_ Services Fords. Illus. show 

Stationary ^Points each of fhe , hree arms in 

use on type point it is made to service. Carefully machined 
and correctly tempered for complete satisfaction and long 
service. 

K-D 122 Ignition Kit. With 
this kit a mechanic can make 
almost any ignition point adjust¬ 
ment necessary quickly, accu¬ 
rately. Pocket size plastic kit. 

Approx. 4-3/4" square. Contains: 

K-D 112 Ignition Wrench for 
Chevrolet distributors; K-D 114 
Ford Governor Spring Adjusting 
Wrench; K-D 115 (above); K-D 116 Autolite & Delco Voltage 
Regulator Tool; K-D 117 Offset Screwdriver for Ford V-8 
ignition point clamping screws; K-D 11 8 Ford Voltage Reg¬ 
ulator Tool. Each tool properly tempered for long service. 


K-D 119 Ignition Kit. Contains Nos. 
114, 116, 117, 118 only. Nos. 112 
and 115 not included. Pocket size 
plastic kit 3-1/4" x 4-1/2". 




CHEVROLET DISTRIBUTOR 


WRENCH J 


( K-ONO.l.t J 

k-d 112 ignition Point wrench nn 

removes, installs locking unit on mov¬ 
able point in 1953 Chevrolet distribu¬ 


tors. Specially designed for job. Care- 


fully machined, correctly tempered. Included with 122 

Ignition Kit. See above. 



K-D 870 Piston Ring Filer. 

A rotary filer for sizing any 
make, type or size of piston 
ring with machine shop accu¬ 
racy. Ring held against adjustable gage plate and when 
crank is turned, both ends are filed square and parallel. 

K-D 872 Cutter Files for replacement in 870 
are milled to maximum sharpness. Correctly 
tempered. 


K-D 875 Piston Ringer. Removes, in¬ 
stalls rings up to 4” diameter. Stretched 
rings, cut fingers eliminated. Rustproof 
finish. 







WHEEL STUD 
RIVETING DIES & SETS 

For general shop use. Dies 
are correctly heat treated 
and made with 2-1/2" 
deep bore and five sizes 
of studs: 7/16"—9/16"— 
^| 2 , '— 5 | 8 "— 3 | 4 ,, . 

SETS 

S 565 includes 7/16” Die, Anvil, Base 
S 567 includes 9/16" Die, Anvil, Base 
S 570 includes 1/2" Die, Anvil, Base 
S 575 includes 3/4" Die, Anvil, Base 

DIES ONLY 

565 RD for 7/16" studs 569 RD for 5/8" studs 

567 RD for 9/16" studs 570 RD for 1/2" studs 

575 R D for 3/4” studs 

ANVILS ONLY 

A 565 for 7/16" & 9/16” round head studs (Chevrolet). 

A 570 for 1/2" flat head studs 
A 575 for 3/4” flat head studs 
BASES ONLY 

B 565 for anvil No. A 565 B 570 for anvil No. A 570 
B 575 for anvil No. A 575 













































































K-D VALVE TOOLS FOR GENERAL 


—I L- & Valve-in-Head ~ 
Engines - old & new. 

K-D 380 Valve Spring Com¬ 
pressor, the most popular and uni¬ 
versal C-type Compressor on the 
market. For L- and Valve-in heads 
(including new Chrysler and Ford- 
built). Throat 10" x 10 y U ". Rigid bar 
steel frame, strongly braced. Two 
sets jaws furnished, No. 32 Offset, 
35 Straight. Jaws oil tempered. 
Worn or damaged parts easily replaced. Will NOT 
service early Cadillac , LaSalle or Lincoln (L-headJ 
V-type motors—see K-D No. 335 or 339. 



Op&uitim.... 

' I. Adjust ji 


OP (RATING HANOU 


Adjust jaws to fit valve spring 


/r- 

by turning wing screw. 

H / WHEEL _ 

\ .HU /-'■T 

>1 

2. Holding tool Fig. 2, release 

* 

ratchet lock. Turn hand wheel 

RATCHET LOCK 




until Plunger bar is raised to 
full height. 

3. Put on motor. Operating Handle 
down. Raise first spring with 
Hand Wheel, thus setting depth 
adjustment for remaining springs. 
Raise Operating Handle to re¬ 
move. Don't disturb Hand Wheel. 

4. On remaining springs, place 
tool with Operating Handle UP. 
Push down to raise spring. 


No. 35 Straight Jaws furnished with 380, 
Jfct. also No. 32 Offset Jaws shown in operation. 
Both adjustable, tempered in oil. 

No. 38 Extra Hi Offset Jaws not fur¬ 
nished with 380. For use on motors with 
low manifolds or valve cover openings. 

No. 38W Special Jaws for White Motors only. (No. 38 
jaws altered slightly to prevent striking block.) Purchase 
separately, not furnished with 380. 

No. 380W Adaptor Set for White Motors. Use with 380. 
Includes pair No. 38W Jaws, a Special Plunger Bar to seat 
on both flat and cup shaped valves in White Motors. 

381W Compressor. No. 380 adapted for White Motors. 




For Ford 6 
L-heads after 1948* 


K-D 700 Valve Spring 
Lifter of deep offset design 
for servicing hard-to-get-at 
motors either under fenders or 
over manifolds. 8 " long, very compact. Allows ample work¬ 
ing space, clear view of all valves. Easy turning hand- 
wheel actuates screw which raises, lowers upper jaws. Auto¬ 
matic locking. Adjustable tempered jaws. Rustproof. 

K-D 600 Valve Spring 
Lifter for most all L- 
Heads. Adjustable, tem¬ 
pered jaws, parallel in 
action. Ratchet lock with release on lower handle. Very 
fast and dependable. A favorite with mechanics everywhere. 
Also adaptable to many Industrial and Marine Engines. 
Rustproof finish. 10" long. 

K-D 900 Hi Offset Valve 
Spring Lifter. For fast under¬ 
fender operation without re¬ 
moving manifolds. 8-3/4" long, 
allows plenty of working space 
and clear view. Total parallel lift 
3". Auxiliary jaws for extra lift. 




Valve Keeper 
INSERTERS 


With K-D Nos. 605, 608, 
609 you are equipped to 
replace split keepers in 
any engine using split 
locks. Each is designed to 
do a specific job faster, 
better. All self supporting 
on valve stem. 



K-D 605 Keeper Inserter. Fast, 
easy loading by pressing thumb 
pads which open jaws. Ideal com¬ 
panion tool to all K-D Lifters. 
Handles split keys with OD not less 
than 7/16"; inside diam. (or valve 
stem diam.) not greater than 3/8". 


SHOP USE (FORD TOOLS INSIDE) 



British 

single 

motors 

pered, 

safety 

4-3/4" 


K-D 385 Valve Spring Com¬ 
pressor. Services all models of 
Chevrolet. Adaptable to other over¬ 
heads including small Buick, small 
motors, Wisconsin Motors (Models VE4, VF4, AB, AK 
cyl.) and other industrials. Also for small L-head 
with manifolds removed. Heavy bar steel, oil tern- 
adjustable jaws. Adjustable plunger bar and 
over center lock. Rustproof finish. Throat opening 
x 6-1/4". 


USE K-D 380 COMPRESSOR FOR OVERHEAD 
VALVES ON BUICK, CADILLAC (’49 up), 
FORD, LINCOLN, OLDS. ALSO ALLIS 
CHALMERS, FARMALL, AND 
JOHN DEERE TRACTORS 


K-D 820 Valve Spring 
Compressor. Designed spe¬ 
cially to replace the angled 
valve springs in Chevrolet and 
other overheads using single 
spring (heads off or on). Mov¬ 
ing operating handle up opens 
jaws; down closes, locks jaws. 




Magnetic! 


K-D 608 Keeper Inserter for 

the one size split keeper now 
used on most modern motors. 
Light, easy to load. Long enough 
for Chrysler built; thin enough 
for Ford built motors. 8 " long. 
K-D 604 Inserter for 7/16" 
diam. valves in many Dodge, 
Mack, White trucks. Like 608. 



K-D 609 Keeper Inserter 

for split collar type keepers 
used on free type valves. 
(Such as Ford and small trac¬ 
tor motors). Keepers correctly 
aligned on small jaw magnets. 
4-1/2" long. 



TRUCK Engines 
L- & Valve-in-Head 

K-D 325 Heavy Duty Com¬ 
pressor. For servicing BIG truck, 
bus, and tractor engines, (both L 
& Valve-in-head). One man can 
operate this rugged deep throated 
tool on most engines with mani¬ 
folds in place. Convenient operating handle eliminates 
stretching, pulling. Unique brake may be preset to lock 
automatically. Plunger bar adjustments plus selection of 
jaws provides flexibility to service valves of any length, in 
any position. Internal pinion and rack construction for 
safety, extra power. Rugged construction. 12" throat. 
3 prs. adjustable jaws furnished: No. 35 Straight; 
No. 32 Offset; No. 38 Extra High Offset. 

No. 38W Special Jaws for White Motors only: 

No. 38 Jaws altered slightly to prevent striking block. 
Purchase extra. 



CADILLACS 



K-D 335 Compressor for shops 
specializing in Cadillac service. 

Services all Cadillac, LaSalle V- 8 's 
from 1936 to 1949*. One mechanic 
can remove, replace all valves with- 
outwalking from side to side for each 
valve. Unique brake. 

Sturdy construction. 

335 with 336 Inserter^ ^^^335 
makes 337 Set. Inserter 

K-D 339 Valve Spring Lifter. 

Recommended for occasional Cadillac 
service. Services same engines as 
No. 335, lower priced. Reversible 
ratchet wrench operation. Curved 
pad rests on heel of cam. Automatic 
locking any height. Rustproof. 



*USE K-D 380 FOR CADILLAC V-8 SINCE 1949. 




































































